BTX 12-17LS

12V-17Ah - High Rate
490W & 15 minutes

((Electrical Specifications ey
Nominal Vologe T2 ¥
Nominal Capacity (10t 1.8VIC 81 25°C) 166 Ah
Capacity at 25°C 1o 1.8V 20 hots rve 174 Ah

10 hows rate 166 Ah
& howt rivie 164 Ah
2 hins rale 166 Ah
1 hots rtie 138 Ah
Sedl discharge & mC per imaith 2.25 %
Iritirrial Rosistancd: 15 mit
Shawt Cireast Currari A00 A
Charge Voltage &25°C Sty | 2=NCC 2,29 WCell
Cpchc mae: 51 3mé"C) 240 ViCeh

(other Specification: — m—
[Design Life upta 12 Years
DimEnsions LW 1B TE"16T mm

Tots hesght 175 mm
Operating Temperalune 201 +50 "C
Separaior Absorbent Glass Mat
Grid alloy Calciurm ! Tin lead aloy
e and cover ABS
Elesctrohye Sulphuiie Acid
Tesminnl M5 e
Optional lefrminal [ypes Cu/lead Flag
Torque setling 5.7 Nm
Wiright 59 Kg

(_ Innovative Features

High Discharge Rate
Lead-Calciumn casted grids

BTX-LS Capacity range: 17-2004h
Designed in conformance with the
DM EN 60896-2:1997 standard
Extramaly low gassing

Reduced self discharge

100% recyclable

Me himitations for transport via road,

-

-

Design Iife up to 12 years (High Performance)
BTX-LS batteries are maintenance free

AGM separators for improved electrolyte distribution

fail, boal oF air

(_Discharge Curve @ 20°C
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(' Constant Power Discharge - Watts per Cell at 20°C —

ViCell 5 min 10 min 15 min 30 min 45 min
1,65V 146 101 19 44,5 32,7
1,70V 139 a7 76 43,0 31,7
1,75V 133 93 71 1,5 307
1,80V 126 89 70 40,0 29,7

1hr 5hr

26,7 14,4 6,4

259 14,0 6.3

25,2 13,6 6,1

24,4 13,3 6,0

10 hr 20 hr

33 1.8
33 1.8
32 1.8

32 1.8
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